
 

  
 

      

 

 

高精度手持甲醛检测仪

 

 

 

 

主要性能和特点 

 大量程检测范围 

 快速响应 

 不需要安装检测药片

即可实时检测 

 超大的数据储存量  

 USB接口高速数据传输 

 无需预热时间 

 自动背光显示 

 用户自校准 

 

 

 

 

 

 

HAL-HFX105手持甲醛检测仪是深圳市赛纳

威环境科技有限公司开发和制造的一种新型甲

醛直读式定量测定分析仪器，它可广泛应用于

家俱、地板、壁纸、涂料、园艺、室内装饰与

整修、染料、造纸、制药、医疗、食品、防

腐、消毒、化肥、树脂、粘合剂和农药、原

料、样品、工艺过程及养殖厂、垃圾处理厂、

烫发场所、生产车间和生活场所中甲醛的定量

测定。仪器由先进的电化学传感器，采样泵和

微处理器构成，可直接实时测量和在带背光的

液晶屏上显示被测样品中甲醛的百分比或 ppm

浓度含量。带外置高精度数字式温湿度传感器

显示和补偿提高测试精度；数据可通过 USB下

载和连续实时环境监测和分析。 
 

主要性能指标 

 

检测对象 空气中的甲醛  

检测范围 0～10ppm（0～12.27 mg/m
3
） 

检测时间 T90＜50秒 

分辨率 0.01ppm 

检测方式 电化学 

浓度单位 ppm， mg/m
3
 

采样方式 泵吸式 

记忆功能 可存储 500 组数据 

通讯接口 USB 

通讯速率 12Mbps 

环境条件 工作环境：16～40℃，湿度 <90%RH,

存储环境：-20～50℃，<90%RH 

电 源 
锂离子聚合物电池，容量：900mAh 

(>3 小时连续使用) 

外形尺寸 80（W）× 36（D）× 150（H）mm 

重 量 约 200 克 



 

  
 

     

 

 

 

Handheld Formaldehyde Monitor 

 

  

Features 
 Wide measuring 

range 

 Fast response 

 Direct real time 

reading 

 Large data storage 

capacity  

 High-speed USB 

 No warm-up time 

 Auto back light 

 Self-calibration 

 

 

Formaldehyde (HCHO) is one of the most commonly 
poison substances in daily life and industry.  HAL-
HFX105 Formaldehyde monitor is designed for use in 
a wide variety of the applications such as furniture, 
floor boards, wall papers, paint, gardening, indoor 
decoration/construction, dye stuffs, paper manufacture, 
pharmaceutical, medical, food, cleaning, synthetic 
resins, textile treatment, horticulture, cosmetics. The 
instrument, based on reliable electrochemical sensing 
technology, is fast response, easy to use and directly 
displays the formaldehyde concentration in percentage 
or ppm.  The external digital temperature and humidity 
sensor allows correction for accurate measurement.  
The USB port provides the capabilities of the stored 
data downloading as well as continuous, real-time 
monitoring of the environment.   

 Specifications 

 

Target gas Formaldehyde (HCHO) in air 

Range 0 ～ 10ppm（0-12.27mg/m3） 

Response Time ＜30秒 

Resolution 0.01ppm 

Technology Electrochemical sensor 

Display unit ppm ，mg/m
3
 

Sampling 

method 

Pump 

Memory pp to 500 sets of data 

Interface USB 

Environmental 

Conditions 

Temperature：16～40℃， 

Humidity：＜90%RH 

Power 
Rechargeable Lithium ion battery 

(900mAh) 

Dimension 80（W）× 35（D）× 150（H）mm 

Weight About 200 grams 

 


