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  [bar]  [MPa]  
QBE3000-D1 S55720-S173 0-1  0-0.10 DC 0-10 V 
QBE3000-D1.6 S55720-S174 0-1.6  0-0.16 DC 0-10 V 
QBE3000-D2.5 S55720-S175 0-2.5  0-0.25 DC 0-10 V 
QBE3000-D4 S55720-S176 0-4  0-0.40 DC 0-10 V 
QBE3000-D6 S55720-S186 0-6  0-0.60 DC 0-10 V 
QBE3000-D10 S55720-S177 0-10  0-1 DC 0-10 V 
QBE3000-D16 S55720-S178 0-16  0-1.6 DC 0-10 V 
QBE3100-D1 S55720-S179 0-1  0-0.10 DC 4-20 mA 
QBE3100-D1.6 S55720-S180 0-1.6  0-0.16 DC 4-20 mA 
QBE3100-D2.5 S55720-S181 0-2.5  0-0.25 DC 4-20 mA 
QBE3100-D4 S55720-S182 0-4  0-0.40 DC 4-20 mA 
QBE3100-D6 S55720-S187 0-6  0-0.60 DC 4-20 mA 
QBE3100-D10 S55720-S183 0-10  0-1 DC 4-20 mA 
QBE3100-D16 S55720-S184 0-16  0-1.6 DC 4-20 mA 
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 QBE3000-D..  

  ( ) 

 QBE3100-D.. 
  ( ) 

 (SELV, PELV) 
AC 24 V ±15 %, 50/60 Hz  DC 18-33 V 

AC 24 Va <5 mA 

DC 11-33 V 
< 20 mA 

  
QBE3000-D.. 
  

QBE3100-D.. 
  

 
DC 0...10 V 

10 k  

DC 4…20 mA   

                                [ ] 

  ” 

    

  
 

     
TC  
TC  

    DIN EN 60770 
 

 
 

<± 0.5 % FS (FS = ) 
<± 0.4 % FS 
<± 0.04 % FS/ K 

<± 0.015 % FS/ K 

±0.5 % FS 
0.1 % FS 

 P1 / P2   2 ×   

  

 6 bar 

 10 bar 

(P1 P2 ) 

25 bar 

50 bar 

  1.5  

  
 
 

 
<5 ms 
<50 Hz 

  
 

 
–15...+85 °C 

   

  IEC 60529 IP 65 
   EN 60730 III    

  DIN EN 175301-803-
A PG9  

  G1/8", 6mm  

   

  
 

 

 

 
 

/  

 
–15...+85 °C 

–40...+85 °C 

  <90 % r. h. ( ) 

  
 

 
     

 

 
 
EN 61326-2-3 
EN 61 000-6-2, EN 61326-1  
EN 61 000-6-3, EN 61326-1  

   2004/108/EC 
  C-Tick (EMC) EN 61 000-6-3 

   ISO 14001  
ISO 9001  

           – 11 V 

             0.02 A 
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RoHS
 

SN 36350 ( ) 
RL 2002/95/EG (RoHS) 

  

 

(AlMgSi1) 
(1.4305)  

  FPM ( ) 

   (1.4305) 

 AQB2002 ” 

  0.43 kg 

 

  

 
IN G  AC 24 V DC 18-33 V DC 11-33 V 
OUT  U DC 0-10 V ( GND) 
  I DC 4-20 mA  
GND  G0  
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