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CONVECTION OVEN

LC-36 LC-70 LC-140 LC-225 LC-420

FEHEFEARSE  Specifications

Circulation mode

Power supply
(KVA) Power (KVA)

Operating temperature

g Temperature range
c
£
5 Temperature fluctuation
5]
o
Temperature uniformity

= Exterior Material
o A a
= Interior material
= Insulation
1%}
5 Heater
o Lo

Air circulator
o Control mode
S
= )
S Setting range
g
=
© Setting mode
[
g— Display
2 Sensor

Safety system
Timer

Safety devices

(kg) Shelf weight capacity
(L) Inside capacity(L)

(kg) Weight(kg)
(Wx Hx D)mm
Inside dimensions
(Wx Hx D)mm
Outside dimensions
8 Shelf
5]
2]
3
S Instruction manual
<
*1: 25 )
*2:

Heated air circulation mode

AC220V 50Hz AC220V Single-phase 50Hz
0.8 13 1.5 2.1 4

+5 135

20 +250 Ambient temperature add 20 +250

+1
100+ 2 200+ 4 250+ 6
( )Cold-rolled rust-proof steel plate(Urethane resin electrostatic coating)
- Cr-Ni Stainless steel
Glass wool
Disc-shaped tubular heater
Centrifugal fan
PID Digital PID
0 +260
Digital
LCD LCD display
PT100 Sensor
Over-heat protection
0.1 999.9H

Leakage breaker for power supply,Air circulator temperature switch, Thermal fuse

5
35 70 136 225 429
26 45 80 102 125

340x 320x 320 400x 500x% 350 450x 550x 550 500x 750% 600 600x 1300x 550

480x 630x% 500 550x 760x 530 590x 860x 730 640x 1060x 780 820x 1650x 750

2 Blocks

1 Set

*1:The test condition is at 25 ambient temperature non-loaded.
*2:Inlet and outlet structure are effective for heat resisting or drying;the shelves can be adjusted.

These mode have viewing window

Specifications are subject to change without notice due
to design improvements.The picture in the specimen are
counsult only ,If there is fluctuation,according to the real

object please.

SHANG HAIDONE-E INDUSTRY CO.,LTD.
LEEHIPERIFBS

No. 71 Huting Road Shanghai, China

ZIP Code:201615

INDUSTRY Tel: +86-021-3769 3997

Fax: +86-021-3783 2075

Email: sale@done-e. com

Web: www. done—e. com



DONE-E

MHG-
Hot Circulation Exact Oven

200 | 250 | 300 |

SHANG HAI DONE-E INDUSTRY CO.,LTD. www.done-e.com



HOT CIRCULATION EXACT OVEN

MHG-270 MHG-480 MHG-600 MHG-1008
FEHRFZARSE  Specifications

MHG-270 MHG-480 MHG-600 MHG-1008

Circulation mode Forced hot-air circulation & ventilation system

Power supply AC380V 3¢ 4W 50HZ

(KVA) Power (KVA ) 5 6 8 12
+5 +35

Operating temperature

20 +250 Ambient temperature add 20 +250
Temperature range

(0]
o
é Temperature fluctuation £ 162
S
E Temperature uniformity 005 & ALS &8 20
40 +200 60 +250
Temperature heat-up rate Within 40 min(Ambient temperature +200 ) Within 60 min(Ambient temperature +250 )
= Exterior Material ( )Cold-nolled rust-proof steel plate(Urethane resin electrostatic coating)
'% Interior material - Cr-Ni Stainless steel
% Insulation Glass wool
5] Heater Heater with fin
(@)
Air circulator Centrifugal fan
St e PID PID control
5 Operating mode Constant operation , Programme operation
=
§ Setting range O sy
0
= -
® Setting mode Llglizl
(0]
g— Display LED LED display
2 Sensor PT100 Sensor
S SR Input burn-out delection function Upper temperature limit alarm Buzzer alarm Over-heat protection ~ Self diagnostic function
Timer 0.1 999.9H
SHEifEiy AEEEs Leakage breaker for power supply ~ Air circulator temperature switch Thermal fuse  Overload and short circuit protection for heater Over-heat protect
(kg) Shelf weight capacity 20
(L) Inside capacity(L) 270 480 600 1008
(kg) Weight(kg) 220 360 420 560
(W Hx D)mm 600x 900x 500 800x 1000% 600 1000x 1000x 600 1400 1200% 600
Inside dimensions
. (Wx H,X D 1030x 1550% 710 1250x 1660x 810 1550x 1750% 810 1990x 1750x 810
Outside dimensions
k4] Shelf 2 Blocks
IS
(%21
8 1 Set
8 Instruction manual
<
*1: 25 , ;
*2:

*1:The test condition is at 25 ambient temperature non-loaded.
*2:The outside dimensions including motor cover and wheel.
We can upon the customer's request,casters design and,manufacture various major non-standard ovens.

SHANG HAI DONE-E INDUSTRY CO.,LTD.

EiEMip=B1#SS
No. 71 Huting Road Shanghai, China

Specifications are subject to change without notice due ZIP Code:201615

to design improvements.The picture in the specimen are ’

counsult only ,If there is fluctuation,according to the real INDUSTRY Tel: +86-021-3769 3997

object please. Fax: +86-021-3783 2075
Email: sale@done-e. com

Web: www. done—e. com
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High-temperature Chamber
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HIGH-TEMPERATURE CHAMBER

MAH-90 MAH-216 MAH-640 MAH-1440
FEMBIMZASHE  Specifications

MAH-90 MAH-216 MAH-640 MAH-1440

Circulation mode Forced hot-air circulation & ventilation system

Power supply AC380V 3¢ 4W 50HZ

(KVA) Power (KVA ) 5 9 18 26
0 +40

Operating temperature

20 +600  Ambient temperature add 20 +600
Temperature range

Q
(&)
+
é Temperature fluctuation £k
S
E Temperature uniformity C.2= U © B B
60 +400 220 +600
Temperature heat-up rate Within 60 min(Ambient temperature +400 ) Within 220 min(Ambient temperature +600 )
= Exterior Material ( )Cold-nolled rust-proof steel plate(Urethane resin electrostatic coating)
% Interior material SUS316 Stainless steel
% Insulation Glass wool
5 Heater Sheathed Heater
o
Air circulator High temperature axial fan
et R PID PID control
5 Operating mode Constant operation , Programme operation
S
§ Setting range U et
g
= -
® Setting mode Llgizl
[}
g— Display LED LED display
2 Sensor K Thermocouple type K
S SR Input burn-out delection function Upper temperature limit alarm  Buzzer alarm Over-heat protection ~ Self diagnostic function
Timer 0.1 999.9H

SEEy CEEES Leakage breaker for power supply ~ Air circulator temperature switch Thermal fuse  Overload and short circuit protection for heater Over-heat protect

(kg) Shelf weight capacity 30

(L) Inside capacity(L) 91 216 640 1440

(kg) Weight(kg) 120 260 560 900
e P 450% 450x 450 600x 600 600 800x 1000x 800 1200 1200 1000
Outside d(xznl;);nz)mm 1000x 1000x 950 1150x 1150x 1100 1350x 1550x 1300 1750x 1750x 1500
3 Shelf 2 Blocks
5]
9]
8 1 Set
8 Instruction manual
<

*1: 25 , ;

*2:

*1:The test condition is at 25 ambient temperature non-loaded.
*2:The outside dimensions including motor cover and wheel.

We can upon the customer's request,casters design and,manufacture various major non-standard ovens.
SHANG HAI DONE-E INDUSTRY CO.,LTD.

EiBMHIR=BI1AFBS
No. 71 Huting Road Shanghai, China

Specifications are subject to change without notice due ZIP Code:201615

to design improvements.The picture in the specimen are ’

counsult only ,If there is fluctuation,according to the real INDUSTRY Tel: +86-021-3769 3997

object please. Fax: +86-021-3783 2075
Email: sale@done-e. com

Web: www. done—e. com
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CLEAN OVEN

COL-2 COL-3 COL-4 COL-5

FEMBRFIARSE  Specifications

COL-2
Clean Class
Power supply
(KVA) Power (KVA) 7.5

Operating temperature

Temperature range

Temperature fluctuation

Performance

Temperature uniformity

Temperature heat-up rate
Exterior Material
Interior material

Insulation
Heater

Construction

Inlet
Outlet

Control mode

Operating mode

Setting range

Setting mode
Display

Temperature controller

Sensor
Safety system
Timer
Safety devices

(kg) Shelf weight capacity

(L) Inside capacity(L) 180
(kg) Weight(kg) 260
(Wx Hx D)mm

Inside dimensions

_ (W Hx D)mm 950x 1510x 1240

Outside dimensions

3 Shelf

5]

9]

]

8 Instruction manual

<

Option

*1: 25 , ;
*2:

*1:The test condition is at 25 ambient temperature non-loaded.

*2:The outside dimensions including motor cover and wheel.

Specifications are subject to change without notice due
to design improvements.The picture in the specimen are
counsult only ,If there is fluctuation,according to the real
object please.

600x 600x 500

COL-3 COL-4 COL-5
Class 100  Federal Standards 209E
AC380V 3¢ 4W 50HZ
10.5 11 17
5 +35
+60 +300
+ 0.5
200+ 3 300+ 4
40 +300
Within 40 min(Ambient temperature +300 )
( )Cold-nolled rust-proof steel plate(Urethane resin electrostatic coating)
SUS304 SUS304  Stainless steel
Glass wool
Sheathed Heater
N2 or Clean air)@ 6mm
@ 5mm ¢ 5mm Automatic exhaust door

PID PID control

Constant operation , Programme operation

0 +300

Digital

LED LED display
K Thermocouple type K

0.1 999.9H

30
270
320
600x 900x 500
950x 1810x 1240
2 Blocks
1 Set

800x 1000x 600

1290x 1790x 955

Input burn-out delection function  Upper temperature limit alarm Buzzer alarm Over-heat protection ~ Self diagnostic function

Leakage breaker for power supply ~ Air circulator temperature switch Thermal fuse  Overload and short circuit protection for heater Over-heat protect

480 980
450 730

1400x 1000x 700

1950x 1790x 1055

Programmable Temperatrue Controller Recorder Light Tower

INDUSTRY

SHANG HAIDONE-E INDUSTRY CO.,LTD.
LEEHIPERTIFNBS

No. 71 Huting Road Shanghai, China

ZIP Code:201615

Tel: +86-021-3769 3997

Fax: +86-021-3783 2075

Email: sale@done-e. com

Web: www. done—e. com
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INERT GAS OVEN
QMO-2 QMO-3 QMO-5
FEABMKEASHE  Specifications

QMO-2 QMO-3 QMO-5
Oxygen content < 100ppm
Power supply AC380V 3¢ 4W 50HZ
(KVA) Power (KVA) 13 10.5 12
Operating temperature 2 e
+60 +500 +60 +300

Temperature range
3]
é Temperature fluctuation 4 (L
S
= . . 300+ 4.5 500+ 10 200+ 3 300+ 4
8 Temperature uniformity

70 +500 40 +250
Temperature heat-up rate Within 70 min(Ambient temperature  +500 ) Within 40 min(Ambient temperature  +250 )
Exterior Material ( )Cold-nolled rust-proof steel plate(Urethane resin electrostatic coating)
5 Interior material SUS304 SUS304 Stainless steel
S Insulation Glass wool
‘z) Heater Sheathed Heater
8 Inlet N2 or Clean air)@ 6mm
Outlet ® 5mm ¢ 5mm Automatic exhaust door

o [ ——. PID PID control
& Operating mode Constant operation , Programme operation
I
€ ’ 0 +500 0 +300
8 Setting range
Q@
= -
© Setting mode ]
[
g Display LED LED display
2 Sensor K Thermocouple type K

Safety system
Timer
Safety devices

(kg) Shelf weight capacity

(L) Inside capacity(L) 150
(kg) Weight(kg) 230
(Wx Hx D)mm

. . . 500% 600% 500
Inside dimensions

(Wx Hx D)mm
Outside dimensions 1180 1045x 800
8 Shelf
=
[}
]
2 Instruction manual
<

Option

*1: 25 , ;
*2:

*1:The test condition is at 25 ambient temperature non-loaded.
*2:The outside dimensions including motor cover and wheel.

Specifications are subject to change without notice due
to design improvements.The picture in the specimen are
counsult only ,If there is fluctuation,according to the real
object please.

0.1 999.9H

Leakage breaker for power supply  Air circulator temperature switth Thermal fuse Overload and short circuit protection for heater

20
394
350

710x 910x 610

1380x 1390x 960

2 Blocks

1 Set

Programmable Temperatrue Controller

INDUSTRY

Input burn-out delection function Upper temperature limit alarm  Buzzer alarm  Over-heat protection ~ Self diagnostic function

Over-heat protect

243x 2
440

710x 560x 610( Dual Oven)

1460x 1790x% 960

Recorder Light Tower

SHANG HAIDONE-E INDUSTRY CO.,LTD.
bR =BIESS

No. 71 Huting Road Shanghai, China

ZIP Code:201615

Tel: +86-021-3769 3997

Fax: +86-021-3783 2075

Email: sale@done—e. com

Web: www. done—e. com
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VACUUM OVEN

VD-25 VD-50 VD-90 VD-210 VD-216

FEHEFFZASE  Specifications

VD-25 VD-50 VD-90 VD210 | VD-216

Degree of vacuum < 100pa
Power supply AC220V 50Hz AC220V Single-phase 50Hz
(KVA) Power (KVA) 0.8 1.6 23 4.0 4.3

Operating temperature Wy sk

8 20 +250 Ambient temperature add 20 +250
= Temperature range
£
S
53 f i il
a Temperature fluctuation
5 Exterior Material ( )Cold-nolled rust-proof steel plate(Urethane resin electrostatic coating)
g Interior material - Cr-Ni Stainless steel
g Insulation Glass wool
o
o Heater - Cr-Ni strip wire heater
5 St GERE PID Digital PID
S
§ Setting range i 220
¢
= -
s Setting mode Digital
(7]
g Display LED LED display
ﬁ Sensor PT100 Sensor
Safety system Over-heat protection
Timer 0.1 999.9H

i OENEES Leakage breaker for power supply,Air circulator temperature switch, Thermal fuse

(kg) Shelf weight capacity 5
(L) Inside capacity(L) 24 B8 91 215 252
(kg) Weight(kg) 30 42 70 135 160
nside dirflvg’:si';':SD)mm 300x 270% 300 415x 345% 370 450 450% 450 560x 600% 640 700x 600% 600
Outside d%:n':;m?mm 550x 1240% 490 660x 1360x 560 700x 1460% 640 720x 1620x 820 860x 1620x 800
8 Shelf 2 Blocks
S
(2]
] 1 Set
g Instruction manual
2
*1: 25 ) ;
*2:

*1:The test condition is at 25 ambient temperature non-loaded.
*2:These mode have viewing window

SHANG HAIDONE-E INDUSTRY CO.,LTD.

EBHIPSB1FBS
No. 71 Huting Road Shanghai, China

Specifications are subject to change without notice due ZIP Code:201615

to design improvements.The picture in the specimen are ’

counsult only ,If there is fluctuation,according to the real INDUSTRY Tel: +86-021-3769 3997

object please. Fax: +86-021-3783 2075
Email: sale@done-e. com

Web: www. done—e. com
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Industry Tunnel Oven

FEHZFZARSHE  Specifications

DS-2500

Circulation mode Forced hot-air circulation & ventilation system
Power supply AC380V 3¢ 4W 50HZ
(KVA) Power (KVA) 9

+5 +35

Operating temperature

20 +250 Ambient temperature add 20 +250

Temperature range

(0]

(5]

é Temperature fluctuation £05

S

g_’ Temperature uniformity 100+ 1 200+ 2.5 250+ 3

40 +200 +250
Temperature heat-up rate Within 40 min(Ambient temperature +200 ) Within 60 min(Ambient temperature +250 )

= Exterior Material ( )Cold-nolled rust-proof steel plate(Urethane resin electrostatic coating)
‘% Interior material - Cr-Ni Stainless steel

% Insulation Glass wool

5 Heater Heater with fin

O L .

Air circulator Centrifugal fan
et sl PID PID control

5 Operating mode Constant operation , Programme operation

E

§ Setting range SR 2ay

2

= -

3 Setting mode Digftal

[

g— Display LED LED display

|°_’ Sensor PT100 Sensor

el ssiien Input burn-out delection function Upper temperature limit alarm Buzzer alarm  Over-heat protection ~ Self diagnostic function
Timer 0.1 999.9H
SR RS Leakage breaker for power supply  Air circulator temperature switch  Thermal fuse  Overload and short circuit protection for heater  Over-heat protect
Outlet ¢ 100mm ¢ 100mm exhaust door
Inside capacity(L) 0 8m/min Adjustable

3 Exhaust Pipe 1 Set

5]

[%]

g 1 Set

8 Instruction manual

<
*1: 25 s ;
*2:

*1:The test condition is at 25 ambient temperature non-loaded.
*2:The outside dimensions including motor cover and wheel.
We can upon the customer's request,casters design and,manufacture various major non-standard ovens.

Specifications are subject to change without notice due

to design improvements.The picture in the specimen are

counsult only ,If there is fluctuation,according to the real INDUSTRY
object please.

SHANG HAIDONE-E INDUSTRY CO.,LTD.
EiBHIR=BIESS

No. 71 Huting Road Shanghai, China

ZIP Code:201615

Tel: +86-021-3769 3997

Fax: +86-021-3783 2075

Email: sale@done—e. com

Web: www. done—e. com
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HTT-
Temperature & Humidity Chamber

-80 +100 ,25%RH 98%R.H |

HTT-50
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TEMPERATRE & HUMIDITY CHAMBER

SUS304#
R404A R23
®25 @50
RS232 RS485

Purpose of product:This product series is widely used in the accelerated humidity and heat tests or temperature test for the electric products,materials,parts and
components,coating,plating and equipment in the industries of aerospace,aviation,electronics,instrument,IT and communication to analyze and
evaluate the property and performance of the samples under the simulated conditions.

Main configurations:Piece assecmbling structure.The shell is made of high-quality cold-rolled steel sheet after acid pickling,phosphatization and electrostatic plastic
spraying. The interior structure is made of SUS304 high-quality stainless steel. The factory-packed powerful industrial refrigerating machine
with world-famous brands and quality refrigerating parts. R404A and R23 environmental protective refrigerants are adopted. Imported intelligent
single-chip microcomputer temperature/humidity controlling instrument with digital display(intelligent computerized temperature/humidity controller
with color LCD touch screen).

Standard spare parts: 2 sets of sample stands,a piece of observation window,@ 25 or @ 50 wire holes,and mobile casers.

Optional parts:Rs232 or Rs485 communication interfaces,a recorder,a micro printer and remote temperature control system.

FEABMKEASE  Specifications

/

Programmable Inside dimensions | Outside dimensions Temperature & . Implementation &
Temperature & o other indexes . .
L Temperature & (Wx Hx D)mm (Wx Hx D)mm humidity range statisfaction Standard
NO. | Humidity Chamber o~ .
Humidity testing
Chamber
1 HTT-50 HTT-50P 400x 400x 350 950x 1380x 840 2.2
2 HTT-100 HTT-100P 500x% 500x 450 1050x 1480x 960 3
3 HTT-150 HTT-150P 500x 600x 500 1050x 1580x 1010 4 =20 +200
HTT
4 HTT-250 HTT-250P 600x 800x 520 1150x 1780x 1030 4.5  25%RH 98%RH
HTT Series:
5 HTT-500 HTT-500P 800x 900x 700 1350x 1850% 1230 5 Temperature
. GB10586
6 HTT-1000 HTT-1000P 1000x 1000x 1000 1530 2000x 1530 6 fluctuation
G10589
7 HTT-50A HTT-50AP 400x 400x 350 950x 1380x 840 2.2 £ 05
GB/T2423.3
8 HTT-100A HTT-100AP 500x 500x 450 1050x 1480x 960 &
IEC68-2-3
9 HTT-150A HTT-150AP  500x 600x 500 1050x 1680x 1010 4 =40 +200
IEC68-6-1
10  HTT-250A HTT-250AP  600x 800x 520 1150x 1880x 1030 4.5  25%RH 98%RH
GJB150.3-86
11 HTT-500A HTT-500AP 800x 900x 700 1350x 1950x 1230 5 Temperature
I GJB150.4-86
12 HTT-1000A HTT-1000AP  1000x 1000x 1000  1550x 2050x 1530 6 uniformity
GJB150.9-86
13 HTT-508 HTT-50BP 400x 400x 350 990x 1420x 860 4 <42
14 HTT-100B HTT-100BP 500x 500x 450 1090x 1520x 980 4.5
15 HTT-150B HTT-150BP 500x% 600x 500 1090x 1780% 1030 5 -60  +200
P
16 HTT-250B HTT-250BP 600x 800x 520 1190x 1890x 1050 6 25%R.H 98%R.H
. P Series:
17 HTT-500B HTT-500BP 800x 900x 700 1390%x 1990x 1250 7 Humidity
GB10586
18 HTT-1000B HTT-1000BP 1000x 1000x 1000 1590x 2090x 1550 8 allowance
GB10589
19 HTT-50C HTT-50CP 400x 400% 350 990x 1420x 860 4 +2%
( T5%RH) GJB150.3
20 HTT-100C HTT-100CP 500x 500x 450 1090% 1520x 980 55 -3%
GJB150.4
21 HTT-150C HTT-150CP  500x 600x 500 1090x 1780x 1030 6 80 4200 £5%( T5%RH)
GJB150.9
22 HTT-250C HTT-250CP  600x 800 520 1190x 1890x 1050 7 25%RH 98%RH
23 HTT-500C HTT-500CP 800x 900x 700 1390% 1990x 1250 8
24 HTT-1000C HTT-1000CP 1000x 1000x 1000 1590x 2090x 1550 9
*1: 25 s ;
*2:
*1:The test condition is at 25 ambient temperature non-loaded.
*2:The outside dimensions including motor cover and wheel. SHANG HAIDONE-E INDUSTRY CO.,.LTD.
EEHIPERTIFNBS
No. 71 Huting Road Shanghai, China
Specifications are subject to change without notice due ZIP Code:201615
to design improvements.The picture in the specimen are ’
counsult only ,If there is fluctuation,according to the real INDUSTRY Tel: +86-021-3769 3997
object please. Fax: +86-021-3783 2075
Email: sale@done—e. com
Web: www. done—e. com
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HLT-

Rapid Rate Thermal Cycle Temperature Chamber
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RAPID RATE THERMAL CYCLE TEMPERATRE CHAMBER

FEHERFZARSE  Specifications

110007

Control mode BTC Balanced temperature control system(BTC system)
Power supply AC380V 3¢ 4W 50HZ
Operating temperature = *35
Temperature range -70 +150
® Temperature uniformity + 2 -70 +150 +2 -70 +150 Stability time
2
<
£ o
£ 2 -70 -+150 +150 --70 -70 -+150 +150 --70
@ = Temperature range
o ]
% Test specimen Nothing Nothing 40kg 40kg Al 40kg 40kg Al
15
@
g— 30 30 45 45
2 Performance Within 30 min Within 30 min Within 45 min Within 45 min
Exterior Material ( )Cold-nolled rust-proof steel plate(Urethane resin electrostatic coating)
Interior material (SUS304, 2B Stainless steel plate(SUS304,2B polish)
Insulation Glass wool
Heater Plate fin Nickel chromium wire elecric heater
c
i)
3 [ i -
E Refrigeration mode Mechanical cascade refrigerator system(water-cooled condenser)
17} =
5 S
o © é Compressor Hermetically sealed rotary compressor
-3
5 _
14 Expansion mechanism Capillary,Thermal expansion valve system
Refrigerant R404A R23
Evaporator Fin type
Air Circulation CEITERY (ETS
(Wx Hx D)mm Inside dimensions 1000x 1000x 1000
(Wx Hx D)mm Outside dimensions 2200x 2220% 1900
Inside capacity 1000L
g Shelf 2 Blocks
s
0
%]
& : 1 Set
= Instruction manual
*1: 25 , ;
*2: GB5170.2/GB5170.5;
*3.

*1:The test condition is at 25 ambient temperature;
*2:The data are according to GB5170.2/GB5170.5;
*3:We can upon the customer's requirement,make the rapid rate thermal cycle temperature chamber of various sizes.

SHANG HAIDONE-E INDUSTRY CO.,LTD.
EiBWIFFBFIS
No. 71 Huting Road Shanghai, China
Specifications are subject to change without notice due ZIP Code:201615
to design improvements.The picture in the specimen are ’
counsult only ,If there is fluctuation,according to the real INDUSTRY Tel: +86-021-3769 3997
object please. Fax: +86-021-3783 2075
Email: sale@done-e. com
Web: www. done—e. com
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Customized Oven

N

AC380V 3¢ 50HZ 26KVA
D1000mm x W1500mm x H1000mm

+20 250
1.5%( )

LED P.IL.D

N oo o A

AC380V 3¢ 50HZ 30KVA
D1500mm x W1500mm x H2000mm

300
250 55-60 ( )
250 +3 ( )
120
1300mm 25mm 1200Kg




= Er i .
@im | WWJILmON?kECéIEA Customized Oven

PCM Can
Ink 10~50

1.

2.

3.

1. 350

2. 300 /30
3. + 20
4. 1 SUS 304

5.

6.

7.

8.

100

Eali o o




SHANG HAI DONE-E INDUSTRY CO.,LTD.
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No. 71 Huting Road Shanghai, China
ZIP Code:201615

Tel: +86—021-3769 3997

Fax: +86—021-3783 2075

Email: sale@done—e. com

Web: www. done—e. com
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